
Portable Patient Monitor

Phoebus P511

lECG, SPO2, NIBP, RESP, TEMP

l12.1” TFT Display

lST Segment Analysis

l72 hrs Multiple Trend Graphs 
and Tables

lAdult, Pediatric & Neonatal 
application

lNetworking Capability for 
Central Nursing Station

FEATURES

l

lMultiple user configurable display formats.

lFacility to enlarge numerical display mode.

lDrug dose calculation and OxyCRG display.

lDisplay of SPO2 value with plethysmograph.

lDisplay of upto 6 channel ECG simultaneous out of all 12 leads.

lArrthymia detection with arrthymia alarm facility.

lUser selectable screen formats and user driven functions through optical encoder. 

l4 waves display i.e. 2 ECG, SpO2, Respiration.

lUngradable to IBP.

lColor coded visual and audio alarms.

lApnea alarm.

lBattery backup 3 hrs.

lElectro cautery and defibrillator protected.

Portable, compact, AC power and internal rechargeable battery .



Since R&D is a continuous process features & specifications subject to change without notice.
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Dimension: 32 x 26.5 x 16.5 cm (WxHxD)

  

  

OPERATION ENVIRONMENT
Power requirements: AC 100 ~ 240V, 50/60Hz  

Temperature:
o

5 ~ 45 C 

Humidity: <90% 

  

PERFORMANCE SPECIFICATIONS 
Displays  

Type: TFT 12.1” True Color 

Parameters: ECG,ST, SpO2, NIBP, 
RESP, TEMP  

  

ECG 

5-1eads: I, II, III, aVL, aVR, aVF, V

Display sweep speed: 12.5mm/s, 25mm/s, 50mm/s

Bandwidth operation :Surgery:          1 - 20 Hz

Monitoring:      0.5 - 40 Hz

Diagnosis:       0.05 -130Hz 

Heart Rate range: 15-300bpm 

Accuracy.: <100bpm, ±1; >100bpm, ±2% 

SpO2  

Measurement range: 0~100% 

Resolution: 1 %  

Accuracy:  70% ~ 100%: ±2% 

40% ~ 69%  : ±3%  

RESP  

Technique : From ECG

Range:  

NIBP 

Method: Oscillometric 

Mode: Automatic: BP measuring period:1min - 480min

Manual: Single measurement initiated by 
Start/Cancel button 

STAT : Series of consecutive measurements for 5 
minutes Range 

Measurement unit: mmHg/ Kpa selectable 

Measurement range: Adult :  Systolic :   40 - 280 mmHg
 

Mean Arterial Pressure : 20 - 240 mmHg

 Diastolic :  10  - 220 mmHg
 

Pediatric : Systolic  :  40 - 220 mmHg 

 Mean Arterial Pressure : 20 - 170 mmHg

 
Diastolic :   10  - 160 mmHg

 

STANDARD ACCESSORIES

1) ECG cable 3/5 lead 1no 

2) SPO2 finger Sensor 1 no 

3) NIBP Cuffs, Adult  1 no  

4) Temperature probe (skin) 1 no

5) ECG electrodes 10 nos 

6) ECG gel 1 bottle 

Technical Specifications

Optional : Central Monitoring Station

Neonate : Systolic  :  40 - 135 mmHg

Mean Arterial Pressure : 20 - 110 mmHg

Diastolic : 10  - 100 mmHg

Adult : 0 - 120 Brpm

Pediatric/Neonate : 0 - 150 Brpm

Temperature
0

Measurement Range:                        0~50 C
0Resolution:                                         0.1 C

0 0 0Accuracy:                                           25 C~45 C±0.1 C
0 0 0

                                                           45 C~50 C±0.2 C
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